


Couplings & Trailer Support
Unbraked Couplings

P00280

P00355LDB Coupling/Drawbar. Swan neck style drawbar and coupling

P00355DB Coupling/Drawbar. Swan neck style drawbar and coupling

P00355DB2 Coupling/Drawbar. Swan neck style drawbar and coupling

P00355

P0150

P00366

P00354*

P00368

P00355SC Secondary coupling cable. Used with P00355

* Visual deterrent only

Unbraked Coupling assembly KZE 7.5.110 - 120mm centres.
High rear bracket. Pressed steel head Used on the unbraked
Eurolight range.

head. Used on the P5 Range.
head used on the BV64E & P6E Range.
head used on the P7E Range.

Coupling Head. 750kg GVW, 50mm ball pressed steel head.
Fitted to the P5, P6E, P7E and unbraked Eurolight.

Coupling Head. 750kg 50mm ball, cast iron coupling head.
Used on older P6E drawbars.

Hitch Lock. Fits over the groove on the P00355 coupling head,
blocking access to the ball.

Slider lock. Fits within the sliding bolt aperture on the P00355
head to prevent operation of the handle, can also be used
when coupled to car.

Barrel lock (Bradley). Fits into a hole in P0150 coupling
heads preventing operation of the handle.

unbraked coupling head.

See page 73 for
other security products
including locks for the
braked couplings
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i P6e with tailboard and 145/70R13 tyres.
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